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Motor protection starts with a starter that has all
the features that guarantee reliability. These
features are built into L&T's MK1 - the most
wanted starterin India today.

L&T's MK-1 is manufactured at L&T's modern
factories at Ahmednagar and Mumbai where
quality systems are 1SO-9001 certified by BVQI
- one of the world's leading accredited
agencies.

The contactor in the MK 1 starter is designed
for exceptional endurance. The coil is
tropicalised and subjected to rigorous tests for
countinuity, pick-up and drop-off. It also acts as
undervoltage release disconnecting the
suppy to motor when voltage is low.

Each starter or contactor can be fitted with two
auxiliary contact blocks of INO + 1NC each for
indicating lamps, sequence interlocks and other
pilot circuits.

the thermal overload relay in a motor starter
protects the motor against overloads and
resulting burnouts. The MK 1 relay can be
manually reset by just pressing the STOP
button. The relays are ambient temperature
compensated for operation between 5°C
and 60°C.

You can select from a wide range of relays with
easily adjustable current settings. All overload
relays are individually tested on an automated
testbench to ensure foolproof operation.

The 'START-STOP' push buttons are designed
for convenient operation. The stop push can be
latched in the OFF position to prevent
accidental starting.

MK 1 contactors and starters can be remotely
controlled by push button stations, float
switches, pressure switches, thermostats or
any other auxiliary circuit.
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No. of contacts 4 Cat. No SS 90983

Nominal rating at 50Hz 15A at 500 V Contents 4 moving contacts

Motor hp/kW 4 fixed contacts front

at 415V, 50Hz for AC3 7.5/5.5 4 fixed contacts rear
Spring & guides

Wires up to

6 mm’

Single moving contact Ss91009

Spare Kit with Hardware - SS92845

During closing
When closed

57 VA
13VA(BW)
(1NO + 1NC)

max. number of full starts
Mechanical life
Contact life

Making capacity at 50Hz
Breaking capacity at 50Hz
Weight (unpacked) in kg

30 per hour Cat. No.

10 million operations  Rating at 50Hz

More than 5 million Terminal size - wires up to
operations No. of blocks that can be fitted
for 11A, AC3 duty after tapping the holes

88Aat 0.3 pfat 457V  provided for the same of the
88A at 0.3 pfat 457V  contactor

2.20 SS. Encl.

1.00 Unenclosed For CAT. Nos. of the other coil voltages and spares,

please refer to our price list.

SS 90120
2A at 500V
2X2.5 mm?

ENCLOSURE

is dust, moisture and
vermin proof with
cord packing in the
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LATCH

To prevent
accidental starting;
this latch keeps stop
button pressed

WINDOW
Fool-proof ON/OFF
indicator is visible
through this window.

L&T's MK 1 comes to you with improved packaging
it is warped in a polythene bag to prevent
ingress of dust and water
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CONTACT SYSTEM
Tested for millions of
operations without
failure. Robust silver
tipped contacts. Double
break, bounce-free
design
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THERMAL RELAY UNIT
has accurately

calibrated bimetallic
elements with ambient
temperature
compensator for

SOLENOID COIL
Machine wound, taped;
vacuum impregnated

and backed; also tested
for inter-turn short

circuit and subjected to

a 4000 Volts impulse test.
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* Starting from cold condition
Motor Rating Motor Rating Relay Back-up Type For motors up to
Cat. 240V - 1 PHASE 415V - 3 PHASE Range |Type HF Fuse KW hp
No. HP kW In, A HP kW In, A Amps. Rating DOL
0.05 | 0.037| 0.085 | 0.15-0.25 2A MU1/MB1 75 10
0.1 0.074| 0.17 025-04 2A MU2/MB2 11.0 15
0.125| 0.09 | 04 0.25-0.4 2A ML2 15.0 20
0.15 011 | 145 | 04-0.65 2A ML3 225 30
0.2 0.15 | 0.57 0.4 -0.65 2A STAR-DELTA
0.25 019 | 0.7 0.4-0.65 2A MKA1 11 15
0.25 019 | 0.7 0.6-1.0 4A MU1/MB1 11 15
0.125| 0.11 0.25 0.37 1.2 1.0-1.6 6A MU2/MB2 22.5 30
0.5 0.55 1.6 1.0-1.6 6A ML2 26 35
0.25 | 0.12 2 0.75 0.55 1.6 15-26 6A ML3 37 50
1 0.75 1.8 15-25 6A ML4 55 75
SS 96210 0.5 0.4 3.6 1.25 092 | 21 25-4.0 10A ML6 90 125
1.5 1.1 2.6 25-4.0 10A ML 10 185 250
1.75 1.3 3 25-4.0 10A ML 12 300 400
2 1.5 3.5 25-4.0 10A
0.75 | 0.55 2.5 1.8 4.8 4-6.5 16A
3 2.2 5 4-6.5 16A
4 3 6.2 4-6.5 16A
4 3 6.2 6-10 16A
1 0.75 7.5 5 3.7 7.5 6-10 20A
1.25 0.9 8 6 4.5 9 6-10 25A
1.75 | 2.33 9- 4 25A
2 1.5 9.5 7.5 5.5 11 9-14 25A
SS 96211 2 1.5 9.5 75 55 1" 11-18 25A
SS 96228 2 1.5 9.5 7.5 55 1 13-22 32A

NOTE: Amp rating of back-up fuse refers to the recommended,
HF type H.R.C. cartridge fuse.

Product improvement is a continuous process. For the latest information and special applications, please contact our office.

L&T SWITCHGEAR

Electrical Standard Products
Electrical & Electronics Division
Larsen & Toubro Limited

Powai Campus, Mumbai 400 072

Tel : 022-67052720
Fax : 022-67051746

email : ebg-esp@LNTEBG.com
Website : www.LNTEBG.com
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L&T SWITCHGEAR

Motor Starters
Type MN

Direct-On-Line Starters
Star-Delta Starters

@ LARSEN & TOUBRO

It's all about Imagineering



Aboutus

Larsen & Toubro is a technology-driven USD 7 billion company
that infuses engineering with imagination. The Company offers a
wide range of advanced solutions in the field of Engineering,
Construction, Electrical & Electronics, Machinery and Information
Technology.

L&T Switchgear, which forms part of the Electrical & Automation
business, is India's largest manufacturer of low voltage
switchgear, with the scale, sophistication and range to meet global
benchmarks. With over four decades of experience in this field,
the Company today enjoys a leadership position in the Indian
market with growing presence in international markets.

It offers a complete range of products including controlgear,
powergear, motor starters, energy meters, wires and host of other
accessories. The products conform to international standards,
carry CE markings and are KEMA certified.

L&T introduces the new MN range of starters. These starters are
available in Direct-On-Line (DOL) and Star-Delta versions. This
product range is the culmination of intensive R&D and extensive
field trials. MN starters, comprising MNX contactors and MN
relays, provide overload and single phasing protection to your
motors.

Switchgear Factory, Mumbai




Salient Features

e Conform to IS 13947 (Part 4) & IEC 60947-4

¢ Built-in single phasing protection

o In Star Delta Starters, Star contactor has
same rating as Hold-on & Delta

o Suitable for Industrial & Rural applications

o Terminal block for ease of termination

 Starter enclosure with IP 54° of protection

Applications

MN starters are available in following versions:

o Direct-On-Line starter
o Semi automatic Star-Delta (SASD) starter
o Fully automatic Star-Delta (FASD) starter

All MN DOL & Star-Delta starters are suitable for
3-Phase Squirrel Cage motors. MN DOL starters
are available in following ratings:

MN 16 DOL-upto 10 HP (7.5kW)
MN 25 DOL-upto 15 HP (11kW)
MN 32 DOL-upto 20 HP (15kW)
MN 45 DOL-upto 30 HP (22.5k\W)
« MN 65 DOL-upto 45 HP (33.5kW)

MN Star-Delta starters are available in following
ratings:

MN 16 Star-Delta-upto 15 HP (11kW)
MN 25 Star-Delta-upto 25 HP (18.5kW)
MN 32 Star-Delta-upto 35 HP (26kW)
MN 45 Star-Delta-upto 50 HP (37.5kW)
MN 65 Star-Delta-upto 75 HP (55kW)
MN 80 Star-Delta-upto 90 HP (67.5kW)
MN 110 Star-Delta-upto 125 HP (90kW)
MN 140 Star-Delta-upto 175 HP (130kW)

MN 45, MN 65, MN 80, MN 110 & MN 140 Star-
Delta starters are available only in FASD version.

Construction

MN starters consist of MNX contactors & MN relays.
The relay is directly mounted on the contactor. The
colour of the sheet steel enclosure is two-toned. The
box is powder coated and grey in colour. The cover is
powder coated with ivory colour. The push button is
flush mounted in an enclosure cover, which has been
given an altogether ‘new look’.

Operational Details

Relay Setting

A screwdriver is used to set the relay indicator (which
is on the dial) to the full load current setting. This
ensures optimum protection under Overload and
Single Phasing of the motor. In case of Star-Delta
Starters, the relay must be set at the values In/ 3
(0.5 ) as given in the selection table, since the
conrlected relay carries only the phase current in
Motors having Delta connected winding.

MN DOL starters

e MN 16, 25, 32, 45, 65 DOL starters incorporate
type MNX contactors.

e MN 16, 25, 32 DOL starters incorporate MN 2
relays.

e MN45,65DOL starters incorporate MN 5 relays.

MN Star-Delta Starters

MN Star-Delta starters are available in semi
automatic and fully automatic versions.

MN 16, 25, 32, 45, 65, 80, 110, 140 Star-Delta
starters incorporate type MNX contactors.

e MN 16, 25, 32, Star-Delta starters incorporate
MN 2 relays.

e MN 45, 65, 80, 110, Star-Delta starters
incorporate MN 5 relays.

e MN 140 Star-Delta starters incorporate MN
12L relays.

In case of SASD starters, the motor gets connected in
Star connection when the green button is pressed,
after releasing the green button motor gets
connected in Delta connection. The button must be
released only when the motor reaches its normal
speed.

In case of FASD starter, motor gets connected in Star
connection, when the green button is pressed. An
electronic timer automatically performs the change-
over function from Star to Delta.



Different sized holes with grommets
at top & bottom for various cable sizes

Earthing screw with
proper marking

Single Phasing Protection

MN relays having phase failure
sensitive tripping mechanism
provides reliable protection against
single phasing & overload conditions.
MN relays are compensated for
variation in ambient temperature from
-5°Ct0 55°C.

IP 54 degree of protection

Corrosion resistant powder coated
enclosure with IP/54 protection class
makes MN starters most suitable for
chemical factories, polluted industrial
and dusty agricultural environment.

Terminal Block

MN Star-Delta starters are provided
with terminal block with proper
terminal marking for ease of wiring.
Terminal block can accommodate
both aluminum & copper cables.

Two-tone colour
combinations with box in
steel grey & cover in ivory

enclosure

Features & Benefits

Base Plate Mounting

MN Star-Delta starters are mounted
on base plate that can absorb
vibrations and it makes MN starters
maintenance friendly.

Electronic Timer

MN Fully Automatic Star-Delta
starters are provided with electronic
timer for high repeat accuracy.

Trip Test Facility

This facility enables the user to
manually check the operation of the
trip mechanism. Move the trip slide in
the direction shown on the relay. The
relay trips with an audible ‘Click’
sound, indicating that the trip
mechanism is in good working order.

Off / Reset Push-Button

The relay will trip in case of overloads
or single phasing conditions.

Better corrosion resistance
through powder coated

IP54 Protection class of enclosure
makes it suitable for industrial
and rural applications

e —

Flush-mounted
push buttons

Simultaneously ‘Alarm Contact’ (97-
98) will close. The motor cannot be
restarted until the relay has been
reset. To reset the relay, allow the
bimetals to cool down sufficiently &
push this button to reset the trip
contact (95-96).

If the relay is in reset condition,
pressing this push-button will open
‘Trip Contact’. But now the alarm
contact will not close. This indicates
healthy operation of the relay
mechanism. The trip contact will
again close when this button is
released.

Auto-Manual Reset Switch
There are two modes of reset
available : Manual and Auto. By
defaultthe relay is in the Manual reset
mode and can be converted to Auto
reset mode by moving the switch to
Auto position marked on the label.



Chart for MN DOL starters

Maximum Motor Rating App[(();; dFuII Relay B Ricomgsgd:d Switch
Type at 415V, 3 @, 50Hz Current In Range Relay Contactor ack-up use Disconnector
(A) (A) - Fuse Unit
HP KW Type Rating (A)
2 15 35 3-5 HF 16 FN 32
2.5 18 4.8 3-5 HF 16 FN 32
3 2.2 5 45-75 HF 16 FN 32
4 3 6.2 45-75 HF 20 FN 32
MD’\H_G MN2 | MNX18
5 3.7 75 6-10 HF 20 FN 32
6 45 9 6-10 HF 25 FN 32
75 55 11 9-15 HF 32 FN 32
10 75 14 9-15 HF 32 FN 32
7.5 55 11 9-15 HF 32 FN 32
10 75 14 9-15 HF 32 FN 32
MD":DIZ_‘F’ MN 2 MNX 25
12.5 9.3 18 14 -23 HF 50 FN 63
15 1 21 14 -23 HF 63 FN 63
15 11 21 20 - 33 HF 63 FN 63
MDNO:’LZ 175 13 24 20-33 MN 2 MNX 32 HF 63 FN 63
20 15 28 20-33 HN/100 63 FN 100
MN 45 25 185 35 30 - 50 HN/100 80 FN 100
oL MN 5 MNX 45
30 225 40 30 - 50 HN/100 80 FN 100
30 225 40 30 - 50 HN/100 80 FN 100
MN 65 35 26 47 30-50 HN/100 100 FN 100
oL MN 5 MNX 70
40 30 55 45-75 HN/100 100 FN 100
45 335 60 45-75 HN/100 100 FN 100
Selection Chart for MN DOL Starters
Chart for Star-Delta starters
Maximum Motor Rating | Approx. Fulll o, Rela Recommended .
y Switch
Type | at415V, 3@, 50Hz Culr_rc()eicti in | Current Range Relay Contactor Back-up HRC Fuse Disconnector
A i, N3 (A) - Fuse Unit
HP KW (A) Type Rating (A)
VIN 16 10 75 14 8.08 6-10 HF 20 FN 32
SASD/ 12.5 9.3 18 10.4 9-15 MN 2 MNX 18 HF 32 FN 32
FASD
15 11 21 12.1 9-15 HF 32 FN 32
20 15 28 16.2 14-23 HF 40 FN 63
g"/'\“SZDE; MN 2 MNX 25
25 18.5 35 20.2 14-23 HF 50 FN 63
MN 32 30 225 40 23 20-33 HF 63 FN 63
SASD/ MN 2 MNX 32
FASD 35 26 47 27 20-33 HN/00 63 FN 100
40 30 55 31.8 30-50 HN/00 63 FN 100
'\,fANS4§ 45 33.5 60 34.6 30-50 MN 5 MNX 45 HN/00 80 FN 100
50 37.5 66 38.2 30-50 HN/00 80 FN 100
60 45 80 46.2 45-75 HN/00 100 FN 100
MN 65 65 485 87 50 45-75 HN/00 100 FN 100
FASD MN 5 MNX 70
70 52 94 54.5 45-75 HN/00 125 FN 125
75 55 100 57.5 45-75 HN/00 125 FN 125
MNSD T 90 67.5 120 692 | 45-75 | MN5 | MNX80 HN/O 160 Fn 200
MN 110|100 75 135 77.9 66 - 110 HN/O 160 FN 200
EASD MN 5 MNX 110
125 90 165 95 66 - 110 HN/O 200 FN 200
MN 140 150 110 200 115 90 - 150 HN/A 250 FN 250
EASD MN 12L | MNX 140
175 130 230 132.8 90 - 150 HN/A 250 FN 250

Selection Chart for MN Star-Delta Starters




Ordering Information - MN DOL Starter*
Example: MN 16 DOL - 240V with relay range 9-15 A

Ordering Information - SS94015BOBO

Starter Type Version MN 16 MN 25 MN 32 MN 45 MN 65
Cat. No. SS594351 SS94352 SS594353 SS94017 SS94018
Saedeontd | oty Range
3.0-5.0 — — — — —
45-75 — — — — —
6.0-10 — — — — —
240 9.0-15 — BOBO — — —
14 - 23 — BODO — — —
20-33 — — BOEO — —
30-50 — — — — —
45-75 — — — — —
3.0-5.0 COSO — — — —
45-75 COuUO — — — —
6.0-10 COVO — — — —
360 9.0-15 COBO COBO — — —
14 - 23 — CODO — — —
20-33 — — COEO — —
30-50 — — — — —
45-75 — — — — —
3.0-5.0 DOSO — — — —
45-75 DOUO — — — —
6.0-10 DOVO — — — —
9.0-15 DOBO DOBO — — —
415 14 - 23 — DODO — — —
20-33 — — DOEO — —
30-50 — — — DOGO —
45-75 — — — — DOJO
Ordering Information - MN Star- Delta Starter*
Example: MN 16 SASD - 360V with relay range 9-15 A
Ordering Information - SS94019COBO
Starter Type Version MN 16 MN 25 MN 32 MN 45 MN 65 MN 80 MN 110 MN 140
Cat. No. SASD S594361 SS94363 SS94365 — — — — —
FASD $S94362 SS94364 SS94366 SS94021 SS94022 SS94705 SS94706 SS94707
Rated control Relay
voltage (Us) V,. Range
6.0-10 CoVvo — — — — — — —
9.0-15 COBO — — — — — — —
14-23 — CODO — — — — — —
360 20-33 — — COEO — — — — —
30-50 — — — — — — — —
45-75 — — — — — — — —
66 - 110 — — — — — — — —
90 - 150 — — — — — — — —
6.0-10 DOVO — — — — — — —
9.0-15 DOBO — — — — — — —
14-23 — DODO — — — — — —
415 20-33 — — DOEO — — — — —
30-50 — — — DOGO — — — —
45-75 — — — — DOJO DOJO — —
66 - 110 — — — — — — DOKO —
90 - 150 — — — — — — — DOMO

* Note: These are the standard combinations of relay and contactor. Any other combinations can be supplied on request.
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Electrical Standard Products (ESP) Branch Offices:

REGISTERED OFFICE AND L&T House, Group MIG - 5 Plot No. 518
HEAD OFFICE Padmanabhpur 4th Main Road
L&T House, Ballard Estate Durg 491 001 K. K. Nagar
P. O. Box 278 Tel: 0788-2213833 / 14 / 28 / 29 Madurai 625 020
Mumbai 400 001 Fax: 0788-2213820 Tel: 0452-2537404, 2521068
Tel: 022-6752 5656 Fax: 0452-2537552
Fax: 022-6752 5858 A1/11, Astronauts Avenue e-mail: esp-mdu@LNTEBG.com
Website: www.Larsentoubro.com Bidhan Nagar
Durgapur 713 212 EBG North Wing Office - 2
Tel: 0343-2536891 / 8952 / 7844 Powai Campus
ELECTRICAL STANDARD PRODUCTS (ESP) | Fax: 0343-2536493 Mumbai 400 072
501, Sakar Complex | e-mail: esp-dgp@LNTEBG.com Tel: 022-67052874 / 2737 / 1156
Opp. Gandhigram Rly. Station Fax: 022-67051112
Ashram Road Milanpur Road, Bamuni Maidan e-mail: esp-bom@LNTEBG.com
Ahmedabad 380 009 Guwahati 781 021
Tel: 079-66304007-11 Tel: 0361-2651297 8B, Farmland
Fax: 079-26580491 Fax: 0361-2551308 Egmggﬁ’cig Radhika
e-mail: esp-ahm@LNTEBG.com e-mail: esp-gau@LNTEBG.com Nagpur 440 010
38, Cubbon Road, Post Box 5098 Il Floor, Vasantha Chambers Tel: 0712-2420641 / 24
Bangalore 560 001 5-10- 173, Fateh Maidan Road Fax: 0712-2420619
Tel: 080-25020100, 25593613 Hyderabad 500004 e-mail: esp-ngp@LNTEBG.com
Fax: 080-25580525 Tel: 040-66720250 32 Shivail M
e-mail: esp-bIr@LNTEBG.com Fax: 040-23296468 ; Shivayl viarg

P. O. Box 6223

e-mail: esp-hyd@LNTEBG.com New Delhi 110 015

131/1, Zone |l .
Maharana Pratap Nagar D-24, Prithvi Raj Road, C-Scheme lzlxogi{?:f‘:?gggo/ 1,41419515
Bhopal 462 011 Jaipur 302 001 e-mail: esp-del@LNTEBG.com
Tel: 0755-4233906, 4233907 Tel: 0141-2385913 / 19 ’ '
Fax: 0755-2769264 Fax: 0141-2373280 L&T House
e-mail: esp-bho@LNTEBG.com e-mail: esp-jai@LNTEBG.com P.O. Box 119
Plot No. 559, Annapurna Complex Akashdeep Plaza, 2nd Floor ;%L/;,E?o&gratll Road
Lewis Road P. O. Golmuri Tel: 020-26135048, 26135611
Bhubaneswar 751 014 Jamshedpur 831 003 Fax: 020-26129586. 26124910
Tel: 0674-6451342, 2436696 Jharkhand e-mail: esp-pnq@LNTEBG.com
Fax: 0674-2537309 Tel: 0657-2340864
e-mail: esp-bbi@LNTEBG.com Fax: 0657-2341250 3rd Floor

e-mail: esp-jam@LNTEBG.com Vishwakarma Chambers
SCO 32, Sector 26-D , Majura Gate, Ring Road
Madhya Marg, P. O. Box 14 Skybright Bldg. M. G. Road Surat 395 002
Chandigarh 160 026 Ravipuram Junction, Ernakulam Tel: 0261-2473726
Tel: 0172-4646841 to 7 Kochi 682 016 Fax: 0261-2477078
Fax: 0172-4646802 Tel: 0484-4409420 / 427 e-mail: esp-sur@LNTEBG.com
e-mail: esp-chd@LNTEBG.com Fax: 0484-4409426

e-mail: esp-cok@LNTEBG.com Radhadaya Complex
10, Club House Road Old Padra Road
Chennai 600 002 3-B, Shakespeare Sarani Near Charotar Society
Tel: 044-28462072/4 /5 Kolkata 700 071 Vadodara 390 015
Fax: 044-28462102 Tel: 033-44002572 /3 / 4 Tel: 0265-6613610/ 11 /12
e-mail: esp-maa@LNTEBG.com Fax: 033-22822589 Fax: 0265-2336184

e-mail: esp-ccu@LNTEBG.com e-mail: esp-bar@LNTEBG.com
67, Appuswamy Road
Post Bag 7156 A28,Indira Nagar, Faizabad Road 48-8-16, Dwarakanagar
Opp. Nirmala College Uttar Pradesh, Visakhapatnam 530 016
Coimbatore 641 045 Lucknow 226 016 Tel: 0891-6620411-4
Tel: 0422-2588120/1/5 Tel: 0522-2312904 /5 /6 Fax: 0891-6620416
Fax: 0422-2588148 Fax: 0522-2311671 e-mail: esp-viz@LNTEBG.com

e-mail: esp-cbe@LNTEBG.com e-mail: esp-Lko@LNTEBG.com

Product improvement is a continuous process. For the latest information and special applications, please contact any of our offices listed here.
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